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*Data encrypted only on the standard hard disk drive of the main device *Data encrypted only on the standard hard disk drive of the main device

ISO/IEC 15408 "Common Criteria EAL2" Certification—e-sTubpio550/650/810 Series

ISO/IEC 15408 (Information Technology Security Evaluation) is the only international standard evaluating the security of
products and systems. Evaluation standard has been prescribed to determine if products and systems provided by
manufacturers and distributors work consistently and properly, if the product or system's
design has been correctly implemented, and if they can be safely used. Meanwhile, A— Scrambler Board
&
o4

Common Criteria is international standard that evaluates and certificates information GP1010 V2.0
systems or the hardware and software comprising such system based on targeted security o .

. . L T . . Common Criteria Certificated
assurance levels and their evaluation criteria, which is then made public. High levels of
security can be maintained in the face of data leakage risks for confidential documents by mounting a scrambler board
to the e-sTuDIO Series.

*The EAL describes the strictness of the evaluation details, not the level of security. The EAL level and evaluation targeted security level may not necessarily match.

B Specifications

IDE Forwarding Speed 33 MB/Sec., 66 MB/Sec. (e-sTubio350/450, e-sTupI03511/4511)
Connection with Device PCI

Encryption Key Code

Touch Panel Key (Set up by a Service Technician, Customer Enters Key Code)

Encryption Method TDES (128 Bit)

Erase Function HDD Data Full Erase (Installed by Service Technician)

Environment Halogen Free

Microsoft®, Windows®, and Windows® NT are registered trademarks of Microsoft® Corporation in the United States and/or other countries.

All other brand and/or product names are trademarks of their respective owners.

Designs and specifications subject to change without notice. For best results and reliable performance, always use supplies manufactured by Toshiba.
Not all options and accessories may be available at the time of product launch. Please contact a local Authorized Toshiba Dealership for availability.
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DATA

Data Encryption Provides
Increased Security

» Creating a More Secure
Business Environment

» Full Protection of Data with
128-Bit Encryption

» Easy Installation
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